
507/508/509/510
TYPE: Fisheries Surveillance Vessel

Hull material: Steel
Owner: Ministry of Maritime Affairs and Fisheries of the Republic of Indonesia

These fisheries surveillance vessels have been designed to deliver high performance in missions involving patrols, 
pursuit, and the fight against illegal fishing in Indonesian territorial waters. The vessels stand out for their design 
optimized to operate in adverse sea conditions and their high versatility in adapting to different operational profiles.  The 
operational efficiency of their propulsion system allows them to combine high speed in pursuit mode with extended 
range while operating in surveillance and patrol mode. They are also equipped with interceptor boats for approach, 
warning, and boarding operations. The vessels are part of a comprehensive surveillance system that includes aerial 
and underwater drones as well as electronic target detection systems. Their design prioritizes robustness, system 
reliability, crew safety, and energy efficiency through the use of biodiesel.
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MAIN PARTICULARS

General Information

Hull material Steel

Type Fisheries Surveillance Vessel

Lloyds Register Class notation  ‘+100A1 SSC Patrol Mono, HSC, G6, +LMC

Dimensions

Lenght overall 70 m

Lenght between perpendiculars 65.80 m

Breadth 9.5 m

Depth 3.6m

Design draft (molded) 2.50 m

Capacities

Fresh water 19 m³

Accomodation

Crew / Passengers 29+2 

Total number of cabins 18 

PERFORMANCE & MACHINERY

Propulsión / Maneuvering

Propulsion System Hybrid (Mechanical in pursuit mode + Electric in patrol mode)

Propulsion Three shaft lines with high-efficiency fixed-pitch propellers

Main Engines 3 × MTU 20V 4000 M93L 4300 kW @ 2100 rpm

Main Propellers 3 x 4300kW @2100rpm

Features

Maximum Speed 30 knots

Cruising speed 14 knots

Economy speed 7 knots

Autonomy 20 days in surveillance mode


